MD 258 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION
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INSTALL 3-SECTION SIGNAL HEAD ON EXISTING SPAN WIRE AS SHOWN.

INSTALL SHIELD ASSEMBLY SIGNS AND 15 FT. LIGHTING ARM

WITH 250 WATT HPS LUMINAIRE TO EXISTING STRAIN POLE AS SHOWN.
ADJUST AND RE-RING EXISTING SPAN WIRE.

USE EXISTING SPAN WIRE.

USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.

USE EXISTING CABINET AND CONTROLLER,

REMOVE EXISTING SIGNAL HEAD AND INSTALL NEW SIGNAL HEAD IN SAME LOCATION
AND USE EXISTING WIRING.

- REMOVE EXISTING GROUND MOUNTED SIGN(S) AND POST(S).
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TAG/LABLE NEW FIELD WIRES ACCORDINGLY.
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NOTE:
PHASES ASSOCTATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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GENERAL NOTES

1. ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
2. CONTRACTOR SHALL ADJUST AND RE-RING EXISTING SPAN WIRE AS NECESSARY.

3. THE PROPOSED LUMINAIRES SHALL BE POWERED FROM THE UNUSED. FUSED.
20 AMP CIRCUIT BREAKER OF THE EXISTING DISCONNECT SWITCH.
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